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USES: Fivst ply for 2 ply lath and plaster systems. (Technical Bulletin 477),

PRODUCTI:G TTANT:: Long Beze¢h, Ancloch, Ueattle, Rosario, Jacksonville & Delaneo
Jacksonville
CCRE FORMIIA (Trs/tEF) Lonpg Beach  Anticeh Seattle  Rosaxic & Delanco
Board Stucco (2-1,7-7) 1000-1150 975-31100 1000-1150 1075-1220 1075-1220
Paper Fiber (BG-1) 9-15 9-15 =15 915 9-15
Siereh (RM-B114) 5.1-7.2 5.1-7.2 5.1~72 §.1-7.7 5,1-7.3

Core roaming Agent:

Resin (BG-1) - - ¢.5-0.0 -

ALS (BGA) 0.2-0.7 - - 0.2-0.5

AAS (BG-1) - 0.2-0.F - -
Lignin {BG-1) 2.0-7.5 20205 2.0-2.5 2.0-2.5
Ground Gypsum {BG-1) ~ 55-£5 - -
End Trim (BG-1) 20-35 25535 20-35 -
Totassium Sulfate {BG-1)  Q.5-2.C 0,7-1.5 0.58-2.0 0-1.5
Rezarier (BG=1) - - - 00,4,
Hudrated Lime (RM-T3) 0-0.5 0-0.5 0-0.5 0-0.%

FPaper Liners: Curebosrd Paper both sides (RM-B1A, B, C)

0-C.5

Lirers shall be so placed that the iop lirer face is ocuiward on both face and

back of hase, Paper shzll he free {ron quick ssturation points,
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PRODUCT SPECIFICATIONS: (Cont'd.)

Ends of base shall be cut straight and clean without brecking or damoging the core at the cut .

Surface - Face shall be smooth and free from scuffed areas, blisters, or loose paper plies.
Minor cockles not over 0.060" or 1/16" deep permissible on the back surface.

Core GQuality - Voids shall be small and uniform in size. Core shall contain no voids
more than 1/8" in width by 1/4" in length.

Bundling - Bundle two pieces face to face with 1/2" wide zip tepe and bundling tape
designated for 3/8" x 4 ft. wide Gypsum Veneer Base.

PHYSICAL TESTS:

Edge Hordness at Take-off 7.0 minimum
End Peel at Take-off {inch} 1/4 maximum

Flexural Strength, minimum

Across grain {lbs.) @5
Parallel " 34
Punch Test, lhs. Q00 - 1500

Twist Test, maximem split
Foce (inch) }
Back " !

Hammer Loss Test, decigrams
Individual Tests, moximum ]

Bond ot High Humidity, maximum peel

Foce (inch) 1/2
Back ¢ 1/2
Vencer Base
*Absorption Rate, tcath Face, minutes 3-Xb
Absorption Rate, Psper Bound Edges (Minutea) 2.6
*Liner Spread - 1,18 inch * 20-35
*Liner Spread Absarption Time - minutes 10 minimum

" Note: Specifications for absorption rate and liner spread apply, in the event
customer applies plaster directly to this product.
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